
HYDROPHILIC ELASTOMERIC SEALANT

Solvent-Free, Hydrophilic Elastomeric
Sealant for Concrete Structures
APPLICATIONS
Designed for use in cold joints, precast joints and for use as a bedding adhesive for hydrophilic 
waterstops such as CS-5000. CS-1900 can be used in deep construction applications such as: tunnels, 
vent shafts and dams. CS-1900 can also be used in more common concrete structures that require a 
waterstop including but not limited to manholes, box culverts, containment structures, concrete slabs or 
foundation joints, wall or floor penetrations, water and wastewater structures and many more.

Property
Cure System
VOC Content
Cure Rate

Gun Grade

CS-1900 Value
Hybrid, Moisture Cure
20.6 grams/liter
1/8” every 24 hours (77°F 
at 50% Relative Humidity)
Zero Slump

Test Method

ASTM C639

PHYSICAL PROPERTIES 

Finish: Blue, Elastomeric Rubber
Solvent & Isocyanate Free, 100% solids, will not shrink.
California Proposition 65 compliant
Tack free skin formed in 60 minutes (77°F at 50% Relative Humidity)
Full cure takes place in 24 to 48 hours for 1⁄4” beads and smaller.
Excellent weatherability when exposed to: Ultraviolet Radiation, Rain,
Infrared Radiation, and Atmospheric Hydrocarbons.
Superior adhesion to most construction materials, including:
Concrete, Metal, Fiberglass, Many Plastics, PVC, Glass, Aluminum, 
and Wood.
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PERFORMANCE PROPERTIES
Features Property

Tensile Strength
Shear Strength
Elongation
Adhesion to Primed 
Concrete (Clean, Dry) 
Shore A, Hardness
UV Stability, Accelerated 
Weathering
Shrinkage

Service Temperature

Application Ambient 
Temperature 
Application Surface 
Temperature
Hydrophilic Expansion
(Cured film)

CS-1900 Value
159 psi
188 psi
185%
30 pli, cohesive failure

35
UV-A, No Change
(2,000 hours)
No measurable
shrinkage after 14 days
-40°F to 220°F (-40°C to 104°C), 
continuous service
40°F to 130°F (4°C to 55°C)

40°F to 130°F (4°C to 55°C)

200% after 48 hours in
deionized water

Test Method
ASTM D412 
ASTM D1002 
ASTM D412 
ASTM D794 

ASTM D661 

QUV
Weatherometer

PERFORMANCE CHARACTERISTICS

SEAL OF SECURITY

BOND OF TRUST
TM
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LIMITED WARRANTY
T h i s  i n fo r ma t i o n  i s  p res e n te d  i n  g o o d fa i t h ,  b u t  we c a n n o t  a n t i c i p a te  a l l  c o n d i t i o n s  un d e r  w h i c h  t h i s  i n fo r ma t i o n  a n d o u r  p r o d u c t s ,  o r  t h e  p r o d u c t s  o f  o t h e r  
ma n u fa c t u res  i n  c o m b i na t i o n  w i t h  o u r  p r o d u c t s ,  may b e  us e d .  We a c c e p t  n o  r es p o n s i b i l i t y  f o r  r es u l t s  o b t a i n e d by  t h e  a p p l i c a t i o n  o f  t h i s  i n fo r ma t i o n  o r  t h e  s a fe t y  a n d 
s u i t a b i l i t y  o f  o u r  p r o d u c t s ,  e i t h e r  a l o n e o r  i n  c o m b i na t i o n  w i t h  o t h e r  p r o d u c t s .  U s e r s  a re  a d v i s e d t o  ma ke t h e i r  ow n tes t s  t o  d e te r m i n e t h e  s a fe t y  a n d s u i t a b i l i t y  o f  ea c h 
s u c h p r o d u c t  o r  p r o d u c t  c o m b i na t i o n s  f o r  t h e i r  ow n p u r p o s es .  I t  i s  t h e  u s e r s ’  r e s p o n s i b i l i t y  t o  s a t i s f y  h i m s e l f  a s  t o  t h e  s u i t a b i l i t y  a n d c o m p l e te n es s  o f  s u c h 
i n fo r ma t i o n  f o r  t h i s  ow n p a r t i c u l a r  us e .  We s e l l  t h i s  p r o d u c t  w i t h o u t  wa r r a n t y,  a n d b uye r s  a n d us e r s  a s s um e a l l  r es p o n s i b i l i t y  a n d l i a b i l i t y  f o r  l o s s  o r  da mag e a r i s i n g  
f r o m t h e  ha n d l i n g  a n d us e o f  t h i s  p r o d u c t ,  w h e t h e r  us e d a l o n e o r  i n  c o m b i na t i o n  w i t h  o t h e r  p r o d u c t s .

DIRECTIONS FOR USE
Sur face Preparat ion:  The concrete must be c lean and f ree f rom dust ,  d i r t ,  grease and debr is before app l icat ion of  CS-1900. Inspec t 
sur face for soundness. When sur face is c lean, sound and dr y proceed wi th us ing the CS-1900.
Note: Make sure the sur face is f ree from frost pr ior to appl icat ion.
Priming:  For app l icat ions wi th cont inuous water immers ion ConSeal recommends us ing a sur face pr imer.  ConSeal CS-80 and CS-85 are 
spec i f i ca l ly des igned for ConSeal ’s e las tomer ic sea lants .
Applicat ion:  Mainta in CS-1900 at  room temperature before app ly ing to ensure easy app l icat ion.  CS-1900 may be fac tor y or f ie ld app l ied 
to sea l  var ious const ruc t ion components .  Work CS-1900 in to rough sur faces to opt imize sur face contac t .  I f  us ing to f i l l  c racks,  avo id a i r  
ent rapment fop f i l l ing vo id wi th cont inuous bead of  CS-1900.
Packaging and Storage:  Available in 10.1-fl. oz. cartridge (298mL), 20.2-fl. oz. sausages (600mL), 28.5-fl. oz. cartridges (842mL) and 5-gallon 
pails. 12-month shelf l ife from manufacture date when stored in a cool, dry area. Elevated temperatures >100° F may reduce shelf l ife.
Coverage and Ful l  Cure Rates:  10.1-ounce car t r idges: 1 ⁄ 2 ”  d iameter bead covers 7.5 l inear feet .  Ful l  cure for  1 ⁄4”  bead is 48 hours 
(77°F at  50% Relat ive Humid i t y).

DO NOT USE PETROLEUM SOLVENTS SUCH AS MINERAL SPIRITS OR XYLENE FOR SURFACE PREPARATION.

SELF-SEALING PRECAST JOINT


